FOR GROOVED ADJUSTING RINGS f—p

ONE ROW OF EXTRUDIBLE

/cnsrme

PRECAST * ADJUSTING
RING

PLASTIC GASKET PER GROOVE

FOR SMOOTH FACED ADJUSTING
RINGS TWO ROWS OF EXTRUDIBLE
PREFORMED PLASTIC BGASKET EACH
JOINT - OVERLAP ENDS OF
GASKET. ONE ROW ONLY
REQUIRED ON STORM STRUCTURES
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“SANITARY” or “STORM?” or |
“WATER?” on lid

CAST CLOSED LID

Gray lron Lid
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REVISIONS

FRAME AND LIDS
TYPE 1

§-1-02 Changed waoll thickness
from Efb 3/8,

STANDARD 604001-02

THE BONNET SHALL BE PAINTED  THE COLOR SHOWN BELOW WHICH DEPICTS THE SIZE OF THE

ADJACENT / CONNECTED WATER MAIN'

‘ PATINT SPECIFICATION

-6 THCH . RED ‘" .GLIDDEN €O.
-8 INCH YELLOW GLIDDEN CO. PAINT NO.
10 INCH GREEN

MACK GREEN NO. 138
12 INCH . BLUE GLIDDEN CO. PAINT NO.
16 INCH BROWN

ALL PORT CAPS SHALL BE
PAINTED A HIGHLY REFLECTIVE s
WHITE COLOR (3M TRAFFIC
CONTROL DIVISION WHITE
PAINT NO. 7216)

B

CPATNT NO. 4520, SAFETY RED ALKYD GLOSS ENAMEL

4540, SAFETY YELLOW ALKYD GLOSS ENAMEL

CLIDDEN CO. PAINT HO. 4503, STRUCTURE GREEN OR RUST SCAT

4580, SAFETY BLUE ALKYD DEEP TINT BASE

GLIDDEN €CO. PAINT NO. 4537, SAFETY BROWN ALKYD GLOSS ENAMEL
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_MUELLER SUPER CENTURION 200
MODEL NO. A-423 WITH
BREAKABLE SAFETY FLANGE

__ HYDRANT SHALL BE PAINTED A
" GREEN COLOR (GLIDDEN
STRUCTURE GREEN NO. 4503

@mﬂi i

' ’ OR RUST SCAT MACK GREEN
NO. 138)

DRAIN FIZLD 10 BE

COURSE AGGREGATE

GRADE 0. CA-7
(0.5 CU. ¥D.)

PROVIDE CONCRETE.BASE
AND THRUST BLOCKING
AGAINST UNDISTURBED
EARTH.
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CAST IRON VALVE BOX

(THO-PIECE)

(TYLER NO. 6648)
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| g™ AUXTLARY VALVE / 2 HITEL

(MUELLER NO. ‘ e,

A~2360-16)
HYDRANT DRAIN CPENING
NOTE; CONCRETE BASE AND BLOCKING MATERIAL SHALL

NOT BLOCK NOR OBSTRUCT HYDRANT DRAIN.
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HYDRANT
DETAILS
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